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FCH - Timber* 0.31 - OP1 981 437 150 200 200

FCH - Timber* 0.53 - OP2 714 549 150 200 200

*G90/5 -23mm Pyroguard14/02/2024
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Forza Standard Vision Panel 

Summary - Timber Bead

Dimensions shown are
of the cut leaf aperture

V7

V1 V2 V4

V5 V6

Forza offer seven stock vision panel styles in timber cloak bead utilising 23mm Fire glass G90/5.

         complies with minimum zones of visibility Approved Document K 2013.
K6 Section 10: Protection against impact from and trapping by doors.  10.1 Visibility requirements of doors.
V5, V8

194
450

194

150

450

1381

150

150

150

600

1231

150

150

150

150

200

150

200

150

981

150

150

325

600

200

381

475

150

150

150

150

200

150

200

150

300

150

531

194
450

194

150

450

1381

276

580

150

180

250

400

475

V8



Copyright @ 2009 - 2025 Forza Doors Ltd, All rights reserved. Copyright of this drawing belongs to Forza Doors Ltd. Neither the whole drawing nor part thereof may be reproduced without the prior permission in writing of Forza Doors Ltd.

forza-doors.com

01403 711 126 

info@forza-doors.com

  

TITLE

CODE

SHEET

DATE

ISSUE

DWG No.

FD90

(FCH)

Forza Standard Vision Panel 

Summary - Timber Bead

Core Type

Vision Panel Size Limit

Max 
combined 

area m2

Max 
Height 

mm

Max 
width 
mm

Min Margin

Head 
and 

Syles

From 
Base

Between 
apertures

FCH - Timber* 0.31 - OP1 981 437 150 200 200

FCH - Timber* 0.53 - OP2 714 549 150 200 200

*G90/5 -23mm Pyroguard14/02/2024

7

FZD0467

Standard Vision Panel 
Summary

FD90 (FCH)

2 of 2

V7
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Forza offer seven stock vision panel styles in timber cloak bead utilising 23mm Fire glass G90/5.

         complies with minimum zones of visibility Approved Document K 2013.
K6 Section 10: Protection against impact from and trapping by doors.  10.1 Visibility requirements of doors.
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